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B A S I C  R O P E  L I G H T  I N S T R U C T I O N S

1. Cut the rope light squarely using a tube cutter or a sharp utility knife.  Use the scissor marks imprinted on your rope 
light to determine where it is safe to cut. 

2.  Bend the end of the Rope Light (2” from end) sharply to the side, which will cause one of the 
two wires to protrude from the cut area. Trim off this protruding wire, then bend in opposite 
direction and trim remaining wire. 

3.  Attaching the Power Cord and connector:   
• Unthread outer retaining nut and slide onto rope light end 
• Align the two connector pins on the power cord with the holes in the rope end and 

firmly engage 
• Slide over retaining nut back to connector and thread until securely attached 
• Firmly thread inner retaining ring  

Note:  Do not over tighten retaining rings 

4.  Attach the end cap over the exposed end of Rope Light. 

5.  Secure the rope light using mounting clips, conduit clips, plastic channel, or wire ties. 

6.  Make connection to power supply.  For hard-wiring, cut off plug and strip wire ends. 

For 1/2" X 1/2" Square rope light, connect the pins as shown above, but use the clear clam shell housing to cover the connection.
For exterior applications, the clear housing must be filled with silicone sealer. 

CAUTION
1.  Disconnect the Rope Light from Power Source before cutting or installing. 
2.  Cut the Rope Light only where specified in instruction #1 (above). 
3.  Do not mount or support Rope Light in a manner that can cut or damage the plastic insulation. 
4.  Rope Light is water-tight, but if used outdoors or in a damp environment, insulate all connections with silicone or silicone tape. 
5.  Do not use if outer plastic is damaged. 

If a section of Rope Light burns out - it can be replaced with a section of equal length using splice connectors.

Cut marks are located 
every 39.37"
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Water Proof front connector and end cap assembly

1. Open the 2 piece clear acrylic front connector housing by remov-
ing the 4 screws located in the corners. The housing is located on 
the molded connector end with the 2 prong barbed fittings inside.

2.  Attach the 2 prong barbed fittings on the front connector to the 
rope light. At this time you should test it to be sure you have the 
correct side connected. This connection is polarity specific with a 
plus and a minus side. If the rope light does not illuminate; remove 
the 2 prong fittings and rotate 180 degrees and re-insert.

3.  Take the bottom side of the plastic cover and completely fill it with 
clear (window and door rated exterior grade) silicone.

4. Place the front connector/cable assembly back into the housing 
section that is filled with silicone.
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Bullet Proof front connector and end cap assembly

5.  Add more silicone across the top of the connection where the 
end of the rope light and the 2 prong fittings come together.

6.  Fill the top section of the housing with silicone and install on the 
lower housing and cable assembly. 

7.  Re-install the 4 screws in each corner of the plastic housing and 
clean up any excess silicone around the edges.

8.  Install a piece of the supplied clear heat shrink over the top of the 
front connector and housing assembly. Make sure that the heat 
shrink covers the entire connector from the rope light to the back of 
the connector where the cable is. This is a special heat shrink with a 
sealant/adhesive liner that will melt and mold to the fitting when 
heated.

9.  Using a heat gun, heat the shrinkable tubing until it is completely 
conformed to the entire front connector. 
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Bullet Proof front connector and end cap assembly

10. When finished heating, make sure to remove all air bubbles and 
insure full contact with the adhesive by rolling them out with a small 
round tool or a #2 pencil.

11.  On the other end, Attach the small end cap using clear PVC glue

12.  Cut a piece of heat shrink about ½” to ¾” long. Place this heat 
shrink around the end cap.

make sure it covers the end cap at the rope light and end cap 
connection point.

13.  Using a heat gun, heat the heat shrink until it is conformed to the 
end cap. 

make sure to remove all air bubble by rolling them out with a small 
round tool.




